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Craractenistics Summary Basie Misséon . . . . . SM-62A

DROP EXTERNAL TANKS 48,500 FT 50,500 FT

41,000 FT
E N m *
29,500 FT A, COMBAT ZONE

/ SURFACE/SURFACE le 500 N. ML. ]

PERFORMANCE

ENDURANCE RANGE S P E ED
NCT APPLICABLE 5 2 5 O naut mi.
with 6050 lb payload MAX 5 I 8 knots at
50,500 ft alt, max power
at 518 knots avg.
in 10.2 hours
LAUNCHING CLIMB ALTITUDE
Mobile short rail platform 2940 & Begin Cruise 27,500 ft
PREPARATION & LAUNCH sea level, launching wt.,
TIME max power
Two missiles launched per site
by D+ 4 hrs, and two addition- | NOT AVAILABLE End Cruise 50,500 £t
al missiles per site by D+ ft alt, begin cruise
24 hrs. wt., max power
L O A D WEIGHTS |TARGETACCURACY
Warhead: . . .. ... 6050 1b : .
: 50% hits withi
Empty 17,054 b 2 nautlicaY:ni;gs
End Cruise 23,219 1o Saangste
. Booster 10,436 1b
F;‘;L'tected 8Te8 gl Launch 59,936 Ib
droppable 16 %
external 16 9,
*includes boosters

N O T E S

1. Performance Basis:
(a) Estimated data based on wind tunnel tests and J57-P-1 engine ratings..

2. Revision Basis: To revise characteristics and performance data.
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